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1
POSITION ESTIMATION DEVICE AND
POSITION ESTIMATION METHOD

INCORPORATION BY REFERENCE

The disclosures of the following priority applications is
herein incorporated by reference: Japanese Patent Applica-
tion No. 2010-38104 filed Feb. 24, 2010.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to an on-board apparatus
installed in a mobile object such as an automobile or an
electric train and, more specifically, it relates to a device that
estimates a position.

2. Description of Related Art

A car navigation system in the related art determines the
subject vehicle position through map matching executed
based upon positioning results. In a vehicle motion control
system in which the vehicle position provided by a car navi-
gation system is output to a vehicle motion control device
such as that disclosed in Japanese Laid Open Patent Publica-
tion No. 2008-287669, the vehicle position must be measured
with a higher level of accuracy.

A technology whereby a plurality of mathematical expres-
sion models, to be used for subject vehicle calculation, are
prepared and a subject vehicle position calculation is
executed by switching from one mathematical expression
model to another based upon a specific threshold value deter-
mined in advance, has been proposed as a measure for assur-
ing accurate positioning. For instance, Japanese Laid Open
Patent Publication No. H8-14923 discloses an apparatus that
switches to position calculation via a relative sensor such as a
gyro sensor or an acceleration sensor if the error in the posi-
tion signal output from a global positioning system (GPS) is
equal to or greater than a specific extent, based upon infor-
mation indicating the GPS signal strength, the satellite posi-
tions and the like.

Systems that estimate the subject vehicle position by using
a probability system such as the Kalman filter probability
model include an apparatus disclosed in Japanese Laid Open
Patent Publication No. H5-333132. The approach measures
the subject vehicle position by switching from one Kalman
filter to another among a plurality of Kalman filters prepared
in advance in a quantity corresponding to the number of GPS
satellites from which signals can be received. The technolo-
gies for estimating the subject vehicle position by using a
position estimation logic based upon a probability model
such as a Kalman filter probability model or a particle filter
probability model, include the technology disclosed in Japa-
nese Laid Open Patent Publication No. 2007-322391, which
estimates the subject vehicle position based upon an extended
Kalman filter algorithm.

Positioning error models used in the known artused in a car
navigation system that switches position calculation methods
based upon the positioning error and is equipped with a steer-
ing angle sensor and a gyro sensor, include the speed-based
Ackermann model and dead-reckoning models. In a car navi-
gation system equipped with a GPS and a gyro sensor in the
known art, a sensor fusion model may be used when the GPS
is used and a dead-reckoning model may be used if no GPS
signals are received or the GPS is not used.

The Ackermann model is described in “Automotive
Vehicle Dynamics” by Masato Abe, published by Tokyo
Denki  University Press, March, 2008, ISBN:
9784501417000. The sensor fusion model and an internal
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sensor model are described in “Positioning of a Vehicle on
Undulating Ground Using GPS and Internal Sensors” by
Toshihiro Aono et. al in the Collection of Research Papers,
Vol. 35, No. 8, 1999, published by the Society of Instrument
Control Engineers.

As described in Japanese Laid Open Patent Publication No.
2008-26282, disclosing a mathematical expression model
that allows links in digital map data to be utilized in a Kalman
filter observation equation, the subject vehicle position may
be set on a digital map through map matching in conjunction
with a sensor fusion model (hereafter referred to as a “link
fusion model”) so as to enable map matching operation based
upon the link information included in the digital map infor-
mation.

SUMMARY OF THE INVENTION

The extent of error in vehicle positioning is affected by
various conditions such as the condition of the terrain through
which the vehicle is traveling, the temperature outside the
vehicle, the ages of various components of the vehicle and the
characteristics of the particular driver driving the vehicle. It is
difficult to determine in advance an optimal threshold value to
be used as a criterion for switching from one mathematical
expression model to another in correspondence to the extent
of the positioning error in each, while taking into consider-
ation these factors. Furthermore, in certain circumstances, a
fixed threshold value set in advance may increase the model-
ing error, which, in turn, may negatively affect the calculation
accuracy with which the subject position is estimated.

According to the first aspect of the present invention, a
position estimation device, comprises: a mathematical
expression model processing unit that obtains attitude infor-
mation and positioning information indicating an attitude and
a measured position of a mobile object from sensors and
calculates a position of the mobile object, a condition quantity
indicating a moving condition of the mobile object and an
error in the condition quantity through filtering processing
executed by using a probability model based upon the attitude
information and the positioning information having been
obtained and a specific mathematical expression model
among a plurality of mathematical expression models
expressing behavior of the mobile object, which are acquired
in advance; a threshold calculation unit that calculates a
threshold candidate value for a threshold value to be used as
a criterion when selecting the specific mathematical expres-
sion model, by using the error having been calculated by the
mathematical expression model processing unit; a threshold
value determining unit that determines the threshold value
based upon the threshold candidate value; and a mathematical
expression model selection unit that selects the specific math-
ematical expression model based upon the threshold value
determined by the threshold value determining unit.

According to the second aspect of the present invention, the
position estimation device according to the first aspect, it is
preferred that restrictions imposed with regard to a valid
range within which each of the plurality of mathematical
expression models expressing the behavior is applicable to
the behavior, are defined based upon information that can be
collected through observation made from outside or based
upon the position, the condition quantity and the error calcu-
lated by the mathematical expression model processing unit;
the threshold value determining unit determines the threshold
value based upon values representing extents of the error
calculated each in correspondence to one of the plurality of
mathematical expression models; and the mathematical
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expression model selection unit selects the specific math-
ematical expression model in correspondence to the restric-
tions.

According to the third aspect of the present invention, the
position estimation device according to the second aspect, it
is preferred that the position estimation device further com-
prises a database in which the restrictions and the threshold
value are stored.

According to the fourth aspect of the present invention, the
position estimation method comprises: obtaining attitude
information and positioning information indicating an atti-
tude and a measured position of a mobile object from sensors;
calculating a position of the mobile object, a condition quan-
tity indicating a moving condition of the mobile object and an
error in the condition quantity through filtering processing
executed by using a probability model based upon the attitude
information and the positioning information having been
obtained and a specific mathematical expression model
among a plurality of mathematical expression models
expressing behavior of the mobile object, which are acquired
in advance; calculating a threshold candidate value for a
threshold value to be used as a criterion when selecting the
specific mathematical expression model, by using the error
having been calculated; determining the threshold value
based upon the candidate value; and selecting the specific
mathematical expression model based upon the threshold
value having been determined.

According to the fifth aspect of the present invention, the
position estimation method according to the fourth aspect, it
is preferred that restrictions imposed with regard to a valid
range, within which each of the plurality of mathematical
expression models expressing the behavior is applicable to
the behavior, are defined based upon information that can be
collected through observation made from outside or based
upon the position, the condition quantity and the error having
been calculated; the threshold value is determined based upon
values representing extents of the error calculated each in
correspondence to one of the plurality of mathematical
expression models; and the specific mathematical expression
model is selected in correspondence to the restrictions.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 schematically shows the structure of a positioning
device.

FIG. 2 indicates the correlation of a condition quantity and
mathematical expression model errors.

FIG. 3 presents a flowchart of the threshold candidate value
generation processing.

FIG. 4 presents a flowchart of the threshold value determi-
nation processing.

FIG. 5 shows a mathematical expression model variable
table.

FIG. 6 presents a flowchart of the mathematical expression
model selection processing.

FIG. 7 indicates changes in the error relative to the vehicle
speed in an Ackermann-based mathematical expression
model and a dead-reckoning mathematical expression model.

FIG. 8 shows the change in the threshold value v,, occur-
ring over time.

FIG. 9 presents a mathematical expression model table
related to the Ackermann model and the dead-reckoning
model.

FIG. 10 indicates changes in the error in a sensor-fusion
mathematical expression model and a internal-sensor math-
ematical expression model.
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FIG. 11 presents a mathematical expression model table
related to the sensor-fusion model and the internal-sensor
mathematical expression model.

FIG. 12 indicates changes in the error in a link-fusion
mathematical expression model and an INS mathematical
expression model.

FIG. 13 presents a mathematical expression model table
related to the link-fusion model and the INS model.

DESCRIPTION OF PREFERRED
EMBODIMENTS

Ifa fixed threshold value is used as a criterion for switching
from one mathematical expression model to another in cor-
respondence to the extent of positioning error in each, the
calculation accuracy with which the subject vehicle position
is estimated may be seriously compromised. If the subject
vehicle position calculation accuracy is a factor in vehicle
motion control, in particular, the accuracy of the vehicle
control itself may be adversely affected. According to the
present invention, a value calculated by using parameters,
variables, coefficients or the like, estimated or learned for
specific purposes of subject vehicle position calculation,
instead of a fixed value prepared in advance, is used as the
threshold value based upon which a switchover from one
mathematical expression model to another, among a plurality
of mathematical expression models prepared in advance to be
used for positioning purposes, is made, so as to sustain a high
level of subject vehicle position estimation accuracy in any
situation. In a vehicle position estimation device that switches
to (selects) a specific mathematical expression model to be
used in positioning based upon the threshold value calculated
as described above, the calculation accuracy with which the
subject vehicle position is estimated will not be compro-
mised. Car navigation systems and auto-cruise systems must
be able to estimate the absolute position of the subject vehicle
with a high level of accuracy. By switching to a specific
model, to be used when estimating the absolute position of the
subject vehicle, based upon the threshold value calculated as
described above in such a system, the subject vehicle position
will be estimated with high accuracy at all times under any
conditions or circumstances. Namely, based upon the error
manifested in the mathematical expression models them-
selves, a crucial factor in achieving accurate estimation of
position, information indicating reliability of the subject
vehicle position can be output. The following is a detailed
description of a positioning device adopting the present
invention.

First Embodiment

FIG. 1 schematically illustrates the structure of a position-
ing device adopting the present invention. The positioning
device, which may be a car navigation system or a dedicated
terminal, includes sensors 101, which obtain current attitude
information and location positioning information indicating
the current attitude and a measured position of the vehicle in
which the positioning device is installed, and a subject vehicle
position estimation device 102. The subject vehicle position
estimation device 102 includes a probability model filtering
processing unit 103 that cyclically calculates the vehicle posi-
tion by using a mathematical expression model based upon a
probability model such as a Kalman filter, a threshold value
calculation unit 104 that calculates a threshold candidate
value that may be used as a threshold value for switching to
another mathematical expression model to be used by the
probability model filtering processing unit 103 for vehicle
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position calculation, based upon a condition quantity indicat-
ing a vehicle moving condition such as a speed calculated by
the probability model filtering processing unit 103 or an error
in the calculated condition quantity, and a threshold value
determining unit 105 that determines a threshold value to be
used as a criterion for switching to another mathematical
expression model to be used by the probability model filter
processing unit 103 for purposes of calculation based upon
the threshold candidate value calculated by the threshold
value calculation unit 104 and characteristics of mathemati-
cal expression models used in the probability model filtering
processing unit 103.

The probability model filter processing unit 103 includes a
mathematical expression model processing unit 106 consti-
tuted with a plurality of mathematical expression models
expressing vehicle behavior, to be used when calculating the
subject vehicle position, and a mathematical expression
model selection unit 107 that selects, based upon the thresh-
old value determined by the threshold value determining unit
105, specific mathematical expression model to be used in the
mathematical expression model processing unit 106 to calcu-
late values for various elements in a transition matrix. The
values of the various elements in the transition matrix, con-
stituted with a state equation or the like in a probability model
such as a Kalman filter probability model, are calculated by
the mathematical expression model processing unit 106. The
mathematical expression models, each equivalent to one of
equations constituting a state equation or an observation
equation expressing a positioning algorithm model, are man-
aged by identification numbers assigned thereto. In the math-
ematical expression model processing unit 106, a probability
model calculation is executed in conjunction with probability
models, such as a Kalman filter, by solving state equations
and observation equations corresponding to the plurality of
mathematical expression models.

The threshold value determining unit 105 saves the thresh-
old candidate value calculated by the threshold value calcu-
lation unit 104 and sets a threshold value in a mathematical
expression model table 108 used by the mathematical expres-
sion model selection unit 107 to select or alter the mathemati-
cal expression model to be used in calculation at the math-
ematical expression model processing unit 106. In the
mathematical expression model table 108, a mathematical
expression model variable table 111 listing coefficients in
each of the mathematical expression models constituting a
state equation or an observation equation written by using
condition quantities input from the sensors 101 as variables,
is stored.

From the sensors 101, which obtain the vehicle attitude
information and the vehicle location positioning information,
data indicating a subject vehicle attitude, the direction along
which the subject vehicle is moving, the speed at which the
subject vehicle is moving or the approximate global position
are input to the subject vehicle position estimation device
102. Based upon these input values, the mathematical expres-
sion model selection unit 107 at the probability model filter-
ing processing unit 103 selects a mathematical expression
model to be used by the mathematical expression model
processing unit 106 for the transition matrix calculation and
the probability model filtering processing unit 103 outputs the
position determined through the calculation executed by
using the selected mathematical expression model. Condition
quantities other than the position calculated by using the
mathematical expression model at the mathematical expres-
sion model processing unit 106 are input to the threshold
value calculation unit 104.
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Based upon the characteristics of the plurality of math-
ematical expression models prepared at the mathematical
expression model processing unit 106, the threshold value
calculation unit 104 determines through calculation the rela-
tionship between a condition quantity and an error manifested
by each mathematical expression model and determines a
threshold candidate value for the particular mathematical
expression model. The threshold candidate value thus deter-
mined is input to the threshold value determining unit 105.
The threshold value determining unit 105 determines a
threshold value for the plurality of mathematical expression
models based upon the extents of error manifesting when the
individual mathematical expression models are adopted and
the corresponding condition quantity, and stores the threshold
value into the mathematical expression model table 108 so as
to enable the mathematical expression model selection unit
107 to reference the threshold values. Threshold values, each
determined by the threshold value determining unit 105 in
correspondence to a specific condition quantity, can be refer-
enced by the mathematical expression model selection unit
107 within the probability model filtering processing unit
103. The threshold values are used for selecting an optimal
mathematical expression model among the plurality of math-
ematical expression models in the mathematical expression
model processing unit 106 when data provided by the sensor
101 that collect the vehicle attitude information and the
vehicle location positioning information are input to the sub-
ject vehicle position estimation device 102 for the next posi-
tion calculation cycle. As this sequence is executed through
cyclical loop processing, optimal threshold values are
sequentially determined for the individual condition quanti-
ties and the mathematical expression model table 108 is con-
tinuously updated.

Information indicating the azimuth on which the subject
vehicle is moving, the vehicle attitude such as the tilt of the
subject vehicle, the absolute position of the subject vehicle,
the speed at which the subject vehicle is moving, a relative
position and azimuth of the subject vehicle in relation to
another object and the relative relation of the subject vehicle
attitude to that of another object and the like, is output from
the sensors 101 that obtain the vehicle attitude information
and the vehicle location positioning information.

The absolute position of the vehicle may be calculated by
a sensor capable of directly calculating the position, suchas a
GPS sensor, or via a camera or a sensor such as a radar sensor
that measures the absolute position and a relative position in
relation to an object, the shape of which is known.

The azimuth on which the vehicle is moving may be cal-
culated based upon a signal output from a geomagnetic sensor
capable of directly measuring the absolute azimuth, a signal
provided by an azimuth sensor, such as a gyro sensor, that
calculates the azimuth by integrating an angular speed mea-
sured in conjunction with a given initial azimuth, or GPS
signals received at different time points.

The speed at which the vehicle is moving may be calcu-
lated based upon a signal provided by a vehicle speed pulse
sensor capable of directly calculating the speed, a signal
provided by an acceleration sensor that calculates the speed
by detecting and integrating the vehicle acceleration, or GPS
signals received at different time points.

The vehicle attitude may be calculated based upon a signal
provided by an attitude detection sensor, such as an accelera-
tion sensor, which detects the tilt of the vehicle by detecting
the direction of gravitational force, a signal provided by a
radar sensor capable of measuring a relative attitude in rela-
tion to an object, the shape of which is known, or an image
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generated in a camera capable of measuring the tilt of an
object, the shape of which is known, relative to the subject
vehicle.

The mathematical expression model processing unit 106 in
the probability model filtering processing unit 103 estimates
a position by using a plurality of mathematical expression
models adopting a position estimation logic based upon a
probability model such as a Kalman filter probability model
or a particle filter probability model. The subject vehicle
position estimation achieved based upon the extended Kal-
man filter algorithm mentioned earlier is a typical example of
position estimation logic-based position estimation. In a
probability model-based position estimation logic, informa-
tion indicating the subject vehicle azimuth, position, attitude
and speed, output from the sensors 101 or calculated by the
mathematical expression model processing unit 106, is
expressed as an observation equation written by taking into
consideration their errors and transitional subject vehicle azi-
muth, position, attitude and speed from a given time point to
a subsequent time point are expressed as a state equation.
Filtering processing is executed by calculating the observa-
tion equation and the state equation in correspondence to the
individual mathematical expression models in the math-
ematical expression model processing unit 106.

The mathematical expression model processing unit 106
obtains through estimation information related to the azi-
muth, attitude and speed (condition quantities) together with
the information indicating the estimated subject vehicle posi-
tion. The condition quantities thus calculated are output to the
threshold value calculation unit 104. Any calculation results
indicating an error, obtained through calculation executed by
the mathematical expression model processing unit 106 by
using a mathematical expression model for error calculation
or error variance calculation, are also output from the math-
ematical expression model processing unit 106.

The threshold value calculation unit 104 estimates errors of
the plurality of mathematical expression models in the math-
ematical expression model processing unit 106 in correspon-
dence to the condition quantities input from the probability
model filtering processing unit 103. FIG. 2 presents an
example of a correlation that may exist between a condition
quantity and the corresponding errors manifested by math-
ematical expression models in a schematic diagram. The con-
dition quantity input from the probability model filtering
processing unit 103 is indicated along the horizontal axis and
the values representing the errors, input from the probability
model filtering processing unit 103 together with the condi-
tion quantity, are indicated along the vertical axis in FIG. 2.
Error values corresponding to the condition quantity mani-
fested by different mathematical expression models are indi-
cated in FIG. 2. A curve 201 represents a change in the error
relative to the condition quantity manifested by mathematical
expression model 1, whereas a curve 202 represents a change
in the error relative to the condition quantity manifested by
mathematical expression model 2. An intersecting point A
203 at which the curve 201 and the curve 202 intersect each
other is a turning point at which the relationship between the
error of mathematical expression model 1 and the error of
mathematical expression model 2 becomes reversed. Namely,
in the condition quantity range to the right of the intersecting
point A 203, i.e., when the condition quantity is greater than
a condition quantity B 204 at the intersecting point A 203, the
calculation executed by using mathematical expression
model 1 assures a smaller error, whereas in the condition
quantity range to the left of the intersecting point A 203, i.e.,
when the condition quantity is smaller than the condition
quantity B 204 at the intersecting point A 203, the calculation
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executed by using mathematical expression model 2 assures a
smaller error. The value B 204 representing the condition
quantity at the intersecting point A 203 is designated as a
threshold candidate value that may be used as a decision-
making criterion for switching to the other mathematical
expression model, to be used in the filtering processing, and
this threshold candidate value is then output to the threshold
value determining unit 105.

FIG. 3 shows the flow of threshold candidate value genera-
tion processing executed in the threshold value calculation
unit 104. In this processing, the errors of two mathematical
expression models, among the mathematical expression mod-
els managed in the mathematical expression model process-
ing unit 106, are compared and a threshold candidate value for
the two mathematical expression models is determined. First,
condition quantities calculated by the mathematical expres-
sion model processing unit 106 are obtained from the prob-
ability model filtering processing unit 103 (step S301).
Among the condition quantities thus obtained, no more than
a predetermined number of most recently calculated values
are stored in correspondence to each mathematical expres-
sion model having been used in the calculation. Next, a list of
a plurality of mathematical expression models that use the
condition quantities obtained in step S301, among the plural-
ity of mathematical expression models in the mathematical
expression model processing unit 106, is created. A state
equation or an observation equation is configured with coef-
ficients corresponding to the condition quantities ascertained
by referencing the mathematical expression model variable
table 111 for each of the mathematical expression models
included in the list having been created. In the following
explanation, obtaining a mathematical expression model
coefficient corresponding to a condition quantity is to be
described as “obtaining a mathematical expression model”.
Errors are each ascertained in correspondence to one of the
mathematical expression models through calculation
executed based upon the condition quantity having been
obtained (step S302). It is assumed that only mathematical
expression models needed when determining threshold can-
didate values are set in advance in the mathematical expres-
sion model variable table 111. It is also assumed that no more
than a predetermined number of most recent values indicating
the error of each mathematical expression obtained model is
stored in the threshold value calculation unit 104 in corre-
spondence to the particular mathematical expression model
used in the calculation.

A decision is made as to whether or not the list created in
step S302 includes a yet-to-be processed condition quantity
among the condition quantities obtained in step S301 in cor-
respondence to the mathematical expression models that con-
tain a condition quantity to be used for purposes of comparing
errors manifested by mathematical expression models, i.e., in
correspondence to the mathematical expression models con-
taining a condition quantity considered as a dominant vari-
able (step S303). It is assumed that condition quantities to be
designated as dominant variables are defined in advance in
the mathematical expression model variable table 111 stored
in the mathematical expression model table 108. As indicated
in FIG. 5, the names of variables corresponding to the condi-
tion quantities processed through each mathematical expres-
sion model among the mathematical expression models in the
mathematical expression model processing unit 106 and flags
each indicating whether or not the corresponding variable is
dominant are stored in the mathematical expression model
variable table 111. Only the mathematical expression models
needed when determining threshold candidate values are set
in advance in the mathematical expression model variable
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table 111. The mathematical expression models are searched
sequentially in the order of the numbers assigned thereto in
the mathematical expression model table to determine
whether or not there is any mathematical expression model
containing a selection target condition quantity. Upon detect-
ing a yet-to-be processed condition quantity, the particular
condition quantity is selected (step S304).

Next, a search for mathematical expression models that use
the selected condition quantity as a dominant variable is
conducted. The list created in step S302 is searched sequen-
tially starting from the first entry, and a pair of mathematical
expression models that use the same condition quantity as a
dominant variable thereof is selected (step S305) by spotting
a first yet-to-be processed mathematical expression model
and then looking for a next mathematical expression model
using the same condition quantity as a dominant variable.
Upon finding a pair of such mathematical expression models,
the numbers indicating the most recently checked positions in
the mathematical expression model variable table and the
mathematical expression model table are temporarily saved
before the operation proceeds to execute the processing in
steps S306 and S307.

If'there is at least one pair of comparison target mathemati-
cal expression models, the curve 201 and the curve 202 in
FIG. 2 are determined for the pair of error-comparison target
mathematical expression models, i.e., for the two mathemati-
cal expression models, in steps S306 and S307. The curve 201
and the curve 202 can be determined by setting the error
values having been ascertained in step S302 as the errors
occurring in relation to the change in the condition quantity
selected in step S304. The intersecting point A 203 at which
the curves, determined through steps S306 and S307 based
upon the calculated or estimated errors, intersect each other is
calculated and then the value representing the condition quan-
tity at the intersecting point A203 is calculated (step S308).
The condition quantity value thus calculated is either output
as a threshold candidate value to the threshold value deter-
mining unit 105 or is buftered in an output standby state (step
S309).

In step S310, the list of mathematical expression models
created in step S302 is sequentially searched starting with the
most recently searched position for mathematical expression
models that use the selected condition quantity as a dominant
variable thereof. The first yet-to-be processed mathematical
expression model that is spotted is paired with the next math-
ematical expression model that uses the same condition quan-
tity as a dominant variable thereof. Finally, a decision is made
as to whether or not the processing in steps S306 through
S309 has been completed for all pairs of mathematical
expression models sharing the dominant condition quantity.
Ifthe calculation for all the pairs of mathematical expression
models has been completed (“yes” in step S310),1.e., if all the
pairs of mathematical expression models that use the condi-
tion quantity selected in step S304 as a dominant variable
thereof have been processed, the operation returns to step
S303. If there are any data buffered in the output standby state
in step S309, the data may be output to the threshold value
determining unit 105 at this time. If, on the other hand, the
calculation for all the mathematical expression model pairs
has not yet been completed, there may still be mathematical
expression models to be selected and, accordingly, the opera-
tion returns to step S305 to execute the calculation described
above again (“no” in step S310).

If it is decided in step S303 that there is no more yet-to-be
processed condition quantity among the condition quantities
used as dominant variables in the mathematical expression
models in the list created in step S302 (“no” in step S303), the
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threshold candidate value generation processing by the
threshold value calculation unit 104 ends.

The threshold value determining unit 105 determines
threshold values for various condition quantities based upon
threshold candidate values input from the threshold value
calculation unit 104. The threshold values thus determined
are output to the mathematical expression model table 108.
The threshold value determining unit 105 has a storage area
(not shown) in which the threshold candidate values provided
by the threshold value calculation unit 104 are stored.

FIG. 4 presents a flowchart of threshold value determina-
tion processing executed when determining threshold values
for the individual condition quantities based upon the thresh-
old candidate values having been input from the threshold
value calculation unit 104. First, a plurality of mathematical
expression models in the mathematical expression model
processing unit 106 are obtained from the mathematical
expression model variable table 111 in the mathematical
expression model table 108 (step S401). Next, the threshold
candidate values output from the threshold value calculation
unit 104 are obtained (step S402) and the threshold candidate
values acquired at this time are saved into the area where all
the threshold candidate values to date are saved (step S403).
If a memory capacity upper limit is set for the area used to
save the threshold candidate values, representative values,
e.g., average values, may be saved instead of all the previous
threshold candidate values.

Next, in step S404, the condition quantity corresponding to
a given threshold candidate is selected and a decision is made
as to whether or not there is any mathematical expression
model, the error of which will be affected by the selected
threshold candidate condition quantity. If there is any math-
ematical expression model, the error of which will fluctuate
as the threshold candidate condition quantity fluctuates, the
mathematical expression model is assigned to a specific type
of'processing in step S405 depending upon the characteristics
of'the threshold candidate condition quantity, i.e., whether the
threshold candidate is a time-variant threshold candidate (a
condition quantity that fluctuates over time) or a threshold
candidate that is time-invariant (a condition quantity that
should not fluctuate over time). Each condition quantity is
categorized either as time-variant or time-invariant in the
mathematical expression model table 108, as described in
detail later, and thus, the decision as to whether or not the
threshold candidate condition quantity is time-variant or
time-invariant can be made by referencing the mathematical
expression model table 108. If the threshold candidate con-
dition quantity is a time-variant condition quantity, the opera-
tion shifts into step S406, in which a gain is set for a sequential
learning method incorporating the previous threshold candi-
date values, e.g., the Kalman filter method or the method of
least squares, so as to be able to closely track fluctuations of
the threshold value occurring over time. In step S407, the
value ultimately output by tracking the threshold value
through the sequential learning method in step S406 is des-
ignated as the threshold value. Next, in step S408, a math-
ematical expression model, the error of which will decrease
when the condition quantity is greater than the threshold
value determined in step S407, and a mathematical expres-
sion model, the error of which will decrease when the condi-
tion quantity is less than the threshold value determined in
step S407, are selected, and the numbers representing the
selected mathematical expression models are each set as a
target element in a relevant row or column in the mathemati-
cal expression model table 108. In the example presented in
FIG. 2, the error of mathematical expression model 2 will be
smaller when the value representing the condition quantity
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for which the threshold value is set is less than the value B
and, accordingly, “2” will be set as an element in the math-
ematical expression model table, whereas the error of math-
ematical expression model 1 will be smaller when the value
representing the condition quantity for which the threshold
value is set, is greater than the value B and, accordingly, “1”
will be set as an element in the mathematical expression
model table.

If, on the other hand, the threshold candidate condition
quantity is not a time-variant condition quantity, the operation
shifts into step S409, in which a threshold value is determined
by taking the average of threshold candidate values or by
adopting a clustering method whereby the threshold candi-
date values to date are divided into two groups, such as the
support vector machine method described by Christopher M.
Bishop in his “Pattern Recognition and Machine Learning
Volume 27, published by Springer Japan, on Jul. 1, 2008,
ISBN: 9784431100317 In step S410, the value finally output
through the processing in step S409 is designated as the
threshold value. Next, in step S411, a mathematical expres-
sion model, the error of which will decrease when the condi-
tion quantity is greater than the threshold value determined in
step S410, and a mathematical expression model, the error of
which will decrease when the condition quantity is less than
the threshold value determined in step S410, are selected and
the numbers representing the selected mathematical expres-
sion models are each set as a target element in a relevant row
or column in the mathematical expression model table 108.

Next, it is verified in step S412 that the threshold values
have been determined for all the mathematical expression
models through the processing in step S407 or step S410,
since the mathematical expression models are each allowed to
include a plurality of threshold values (condition quantities)
and thus it will not be enough to determine a single threshold
value (condition quantity) for a given mathematical expres-
sion model. If the threshold values for all the mathematical
expression models have not been determined, i.e., if there is a
method mathematical expression model for which all the
necessary threshold values have not been determined, the
operation returns to step S404, to further determine a thresh-
old value. If it is decided that the threshold values have been
determined for all the mathematical expression models, the
operation proceeds to step S413 to update the threshold val-
ues by deleting the previously designated threshold values
and replacing them with the new values calculated through
step S407 or step S410. Finally, the newly designated thresh-
old values are set in the mathematical expression model table
108 in step S414. Through the processing described above, a
threshold value is determined in correspondence to each con-
dition quantity for which a threshold candidate value has been
calculated and thus, at least one threshold value will be des-
ignated for all the mathematical expression models in the
mathematical expression model processing unit 106.

FIG. 9 shows the structure of the mathematical expression
model table 108. In the table, mathematical expression model
condition quantities that are crucial factors in determining the
extents of error are listed along the vertical direction. These
condition quantities are time-variant condition quantities cal-
culated by the probability model filtering processing unit 103.
The mathematical expression models needed to determine the
extents of error will be used in, for instance, an observation
equation if the probability model filter processing unit 103
uses a Kalman filter.

If a mathematical expression model manifesting a signifi-
cant modeling error at low speed is among the mathematical
expression models needed to determine the extents of error,
there will be two distinct states, i.e., a low-speed traveling
state and a high-speed traveling state corresponding to a large
extent of error and a small extent of error. The extent of
modeling error will be determined by which traveling state
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the vehicle is currently in. Condition quantities indicating the
internal conditions in the probability model are entered along
the horizontal direction. These are primarily condition quan-
tities calculated based upon the condition quantities calcu-
lated by the probability model filtering processing unit 103
and are time-invariant condition quantities. A condition quan-
tity included in the vertical list used for mathematical expres-
sion model categorization may be also included among the
condition quantities listed along the horizontal direction as
long as it indicates an internal condition in the probability
model by regarding that its fluctuation occurring over time is
insignificant.

The time-invariant condition quantities calculated by the
probability model filtering processing unit 103 may include,
for instance, an error in a sensor mounting angle. Such a
condition quantity will be one of the condition quantities
listed along the horizontal direction, and in correspondence to
this condition quantity, two states, i.e., learning complete and
learning incomplete, will exist. A decision as to whether or
not the learning process has been completed will be made
through calculation executed separately from the filtering
processing in the probability model filtering processing unit
103. In the example described above, the extent to which the
sensor mounting angle error fluctuates, i.e., the stage to which
the learning process has advanced, can be expressed as a
numerical value by dividing a predetermined variance value
by a variance value of the results of error calculation executed
to determine the sensor mounting angle error occurring
within a specific length of time. This numerical value is
referred to as a learning level, and a decision as to whether or
not the learning process has been completed, is made by using
a specific value designated as a threshold value. Such condi-
tion quantities indicating internal states further include a gyro
sensor bias learning level, a scale factor learning level and a
steering angle characteristics learning level. Once the learn-
ing level reaches or exceeds 1, the learning process is theo-
retically considered to have been completed.

Models representing an optimal combination of the condi-
tions corresponding to the condition quantities selected from
the lists running along the vertical axis and the horizontal axis
are set in the mathematical expression model table 108. These
optimal models are the mathematical expression models
selected in step S408 or step S411. The mathematical expres-
sion model processing unit 106 may hold a plurality of math-
ematical expression models that are not mutually exclusive.
For this reason, a plurality of mathematical expression mod-
els may be set in correspondence to the conditions selected
from the list running along the vertical direction and the
horizontal direction within the mathematical expression
model] table 108.

The threshold values having been saved in step S413 are
each set as a threshold value along the vertical axis or the
horizontal axis in step S414. Assuming that the threshold
values set in step S414 are “speed 10 km/h” and “sensor
mounting angle learning level 0.1”, the low-speed traveling
state and the high-speed traveling state indicated along the
horizontal axis will be respectively less than 10 km/h and
equal to or above 10 km/h. Likewise, if the sensor mounting
angle learning level is equal to or less than 0.1, “learning
incomplete” will be set and if the sensor mounting angle
learning level is greater than 0.1, “learning complete” will be
set along the horizontal direction.

The mathematical expression model selection unit 107
selects a plurality of mathematical expression models best
suited for the current vehicle conditions based upon the math-
ematical expression model table 108 created by the threshold
value determining unit 105. FIG. 6 presents a flowchart of'the
processing executed by the mathematical expression model
selection unit 107 to select a plurality of optimal models
among the plurality of mathematical expression models in the
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mathematical expression model processing unit 106. First,
the mathematical expression model table 108 is read in step
S601. Next, the condition quantities indicating the vehicle
behavior, attitude and conditions, having been calculated in
the most recent past by the mathematical expression model
processing unit 106 are read (step S602). Then, a decision is
made as to whether each of the condition quantities having
been read belongs to the vertical threshold value list or the
horizontal threshold value list set in the mathematical expres-
sion model table 108 and a row and a column along which
conditions matching the values indicating the vehicle condi-
tions (condition quantities) calculated in correspondence to
the vertical axis and the horizontal axis are listed are selected
from the mathematical expression model table 108 (step
S603). A plurality of rows and a plurality of columns may be
selected in this step. In step S604, the optimal mathematical
expression models for the corresponding conditions, set in the
selected row and column, are read.

Next, in step S605, a verification is executed to check
whether or not the mathematical expression models selected
in step S604 include any mathematical expression model that
has been selected more than once, and if there is a mathemati-
cal expression model that has been selected multiple times,
the operation shifts into step S606 to first clear the duplicate
mathematical expression model and then set the selected
mathematical expression models as calculation processing
targets to undergo the calculation processing in the math-
ematical expression model processing unit 106. In other
words, it is ensured that a given equation will never be pro-
cessed multiple times by the mathematical expression model
processing unit 106. If it is decided in step S605 that no
mathematical expression model has been selected multiple
times, the operation shifts into step S607 to set all the math-
ematical expression models having been selected as process-
ing targets for the mathematical expression model processing
unit 106.

The mathematical expression model processing unit 106
calculates the position and other condition quantities by using
the mathematical expression models having been selected by
the mathematical expression model selection unit 107 alone.
Assuming that the mathematical expression model process-
ing unit 106 manages a total of N mathematical expression
models, the mathematical expression model selection unit
107 will select n mathematical expression models among the
N mathematical expression models (n is a value equal to or
smaller than N). In the mathematical expression model pro-
cessing unit 106, a probability model state equation or a
probability model observation equation corresponding to the
n mathematical expression models having been selected by
the mathematical expression model selection unit 107 is con-
figured and the position and other condition quantities are
calculated by using a probability model filter such as a Kal-
man filter. A predetermined number of values indicating the
position and the other condition quantities, are calculated at
this time, and this predetermined number is selected irrespec-
tive of the number of mathematical expression models
selected by the mathematical expression model selection unit
107. The probability model filter calculation executed based
upon mathematical expressions with lesser extents of error
selected as described above assures better accuracy in the
condition quantity estimation than that achieved by using all
the mathematical expression models, some of which are
bound to include information with significant errors, for con-
dition quantity estimation. The mathematical expression
models may be set in the mathematical expression model
processing unit 106 as described below.
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The following explanation is given by assuming that math-
ematical expression model 1, mathematical expression model
2, and mathematical expression model 3, among the N math-
ematical expression models in the mathematical expression
model processing unit 106, have been selected by the math-
ematical expression model selection unit 107. Mathematical
expression model 1 is expressed as in (expression 1), math-
ematical expression model 2 is expressed as in (expression 2)
and mathematical expression model 3 is expressed as in (ex-
pression 3) below. C, represents an observation value corre-
sponding to mathematical expression model i, (X, y, z) repre-
sents all the condition quantities output from the probability
model filtering processing unit 103 and A, to A,; each repre-
sent a coefficient of one of the condition quantities in math-
ematical expression model i.

C =4, x+A4 o+ 137 (expression 1)

Co=dox+Asp+4537 (expression 2)

Cy=A3 X +A3p+A457 (expression 3)

When these mathematical expression models are used in an
observation equation constituting a Kalman filter, the obser-
vation equation can be expressed as in (expression 4) below
provided that all the mathematical expression models, with
no model among them having been selected multiple times,
are set in step S607.

C=Ax (expression 4)
Cy An A Ap\(x

[C2]=[A21 An Az ][y]
(& A An Az Nz

The coefficients set in correspondence to the condition
quantities (X, y, z) used in the individual mathematical expres-
sion models are read from the mathematical expression
mode] variable table 111 and set as elements (A,; to A;;) of
an observation matrix A. It is assumed that if no coefficient is
set in the mathematical expression model variable table 111
for a given condition quantity, 0 will be set for that element. In
the actual program, various elements (A, to Aj;) of the
observation matrix A, in which the coefficients of the condi-
tion quantities corresponding to the selected mathematical
expression models are grouped together, will be set in con-
junction with an “if” statement for use in the Kalman filter.

If mathematical expression model 1 and mathematical
expression model 2, among the N mathematical expression
models in the mathematical expression model processing unit
106, have been selected by the mathematical expression
model selection unit 107, an observation equation expressed
as in (expression 5) below will be likewise configured, with
various elements (A'; | to A',;) inthe observation matrix A' set

C=Ax

in a similar manner.
X
o _ Al
o)™ ay '
z

As in (expression 4), the coefficients set in correspondence
to the condition quantities (x, y, z) used in the individual
mathematical expression models will be read from the math-

(expression 5)

’ ’
A12 A13
’ ’
A22 A23
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ematical expression model variable table 111 and set as ele-
ments (A';; to A',;) in the observation matrix A'.

Assuming that this positioning device is adopted in a car
navigation system equipped with a steering angle sensor and
a gyro sensor, that a speed-based Ackerman model and a
speed-based dead-reckoning model are used as the math-
ematical expression models and that an extended Kalman
filter is used in the probability model filter processing unit
103, the operation of the positioning device is described in
specific detail.

In the Ackerman model, which is a mathematical expres-
sion model valid in a low-speed range, the angular speed w is
expressed as in (expression 6) below with the vehicle speed v,
the actual steering angle d and the distance 1 between the
front axle and the rear axle.

w=09/1 (expression 6)

In the dead-reckoning model, the angular speed is calcu-
lated by using an output value w,,,,, provided by the gyro
sensor, and accordingly, the angular speed  is calculated as
expressed in (expression 7) below with a gyro sensor sensi-
tivity coefficient S and a bias.

0=S"w,,,,+bias

T (expression 7)

The position and the azimuth (X, y, 0) of the vehicle within
the two-dimensional plane can be calculated as expressed in
the following expression (expression 8) based upon the speed
v in correspondence to a given time point t and a unit time At.

x(t+ 1) x(1) cos(1)
[y(t+ D ] = [ y(2) ] +[ sinf(z) ]VAI
0+ 1) 6(1) w(r)

Thus, the speed v can be designated as a condition quantity
to be used as a dominant variable in conjunction with these
two mathematical expression models. While the Ackerman
model is valid in a low-speed range as explained earlier, the
maximum speed level at which the validity of the model holds
varies depending upon the particulars of the vehicle and the
current road characteristics. The device determines a speed
threshold value, i.e., the speed limit at which the validity of
the Ackerman model is sustained, through the method
described earlier.

The equation in (expression 8) constitutes part of the state
equation in the extended Kalman filter, whereas the equation
in (expression 6) and (expression 7) constitutes part of the
observation equation in the extended Kalman filter. In this
example, with (x(1), y(1), 0(t)) representing the position (X, y)
and the azimuth 6 at the given time point t, the probability
model filtering processing unit 103 outputs the following
condition quantities; the position (two-dimensional), the azi-
muth, the speed and the angular speed.

(x(1), y(1), 8(1)), v(1), o(t)) represents the condition quan-
tities calculated at the given time point t by the probability
model filtering processing unit 103 with the extended Kalman
filter by using the dead-reckoning model expressed in (ex-
pression 7). Among the condition quantities having been cal-
culated, the speed v(t) needed as a criterion for a switchover
between the Ackerman model and the dead-reckoning model
is output to the threshold value calculation unit 104. The
differences between the angular speed value calculated by the
probability model filtering processing unit 103 by using the
extended Kalman filter and the observation value calculated
by using the Ackerman model as expressed in (expression 6)
and between the angular speed value calculated by using the

(expression 8)
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extended Kalman filter and the observation value calculated
by using the dead-reckoning model as expressed in (expres-
sion 7) are output to the threshold value calculation unit 104
respectively as an Ackerman model error and a dead-reckon-
ing model error.

The threshold value calculation unit 104 determines
through approximation a curve representing the relation of
the value indicating the error of each mathematical expres-
sion model to the vehicle speed v by using the speed v(t) and
the error value e(t) corresponding to the particular mathemati-
cal expression model, having been input thereto from the
probability model filtering processing unit 103 up to the time
point t. As a result, a graph such as that shown in FIG. 7, with
the error indicated along the vertical axis and the vehicle
speed v indicated along the horizontal axis, is generated. In
the example presented in FIG. 7, a curve 701 represents the
dead-reckoning model error and a curve 702 represents the
Ackerman model error. The graph is created by determining
through approximation curves respectively connecting points
703, indicated by X marks, representing the speed-related
error of the dead-reckoning model, plotted up to the time
point t and connecting point 704, indicated by O marks rep-
resenting the speed-related error of the Ackerman model,
plotted up to the time point t.

The speed value assumed at a point 705 at which the curve
701 and the curve 702 intersect each other is output as a
threshold candidate value v,;, to the threshold value determin-
ing unit 105. Since the threshold candidate value v,, thus
calculated has time-variant characteristics which are affected
by factors such as the extent to which the tires are worn,
changes in the road characteristics and the like, change-track-
ing processing executed through sequential learning is
selected in step S405.

The change having occurred in the threshold candidate
value up to the time point t may be plotted as points 801
indicated by O marks in FIG. 8. The change in the threshold
value v,,,(t) can be expressed as threshold value change char-
acteristics with the following two expressions (expression 9)
and (expression 10) with a time constant <.

Va(t+D=(T-At)/T v, (D) (expression 9)

VDV (expression 10)

v, in the right side of (expression 10) is the current thresh-
old candidate value input from the threshold value calculation
unit 104.

By configuring a Kalman filter with (expression 9) used as
a state equation and (expression 10) used as an observation
equation, a threshold value v,,(t) 802 can be determined for
the current session. A curve 803 in FIG. 8 indicates the value
constantly and sequentially determined as the threshold. The
threshold value v,,,(t) 802 thus determined is set in the math-
ematical expression model table 108. The mathematical
expression model table 108 in FIG. 9 includes the Ackerman
model assigned with mathematical expression model ID No.
1 and the dead-reckoning model assigned with mathematical
expression model ID No. 2. The state in which the speed is
lower than the threshold value v,,(t) 802 can be defined as a
low-speed traveling state, whereas the state in which the
speed is higher than the threshold value v,,(t) 802 can be
defined as a high-speed traveling state. The values “17, “2” .
.. in the figure each indicate the ID number used to identify
the corresponding mathematical expression model in the
mathematical expression model processing unit 106, whereas
the symbol “/”” indicates that either mathematical expression
model is applicable. Next, the mathematical expression
model selection unit 107 selects applicable rows and columns
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in the mathematical expression model table 108, correspond-
ing to the condition quantities having been calculated by the
probability model filtering processing unit 103 in the imme-
diately preceding session, by referencing the mathematical
expression model table 108. Assuming that the condition
quantities having been output from the probability model
filtering processing unit 103 through the immediately preced-
ing session are the gyro bias, the gyro scale factor, the sensor
mounting angle and the steering angle characteristics and that
the respective learning levels have been calculated as “learn-
ing complete” for the gyro bias learning level, “learning com-
plete” for the gyro scale factor learning level, “learning
incomplete” for the sensor mounting angle learning level and
“learning complete” for the steering angle characteristics
learning level, the columns enclosed in dotted-line frames
901 in FIG. 9 are selected. It is also assumed that the follow-
ing relationship expressed in (expression 11) exists with
regard to the speed v(t) having been calculated by the prob-
ability model filtering processing unit 103 through the imme-
diately preceding session.

VO=v4(0) (expression 11)

In this situation, the vehicle is known to have been in the
low-speed traveling state during the immediately preceding
session, and thus, the row enclosed in a solid-line frame 902
in FIG. 9 is the selected row. Accordingly, the table elements
enclosed in both a dotted-line frame 901 and the solid-line
frame 902 each indicate a mathematical expression model
that should be selected at this time and, since all the elements
are assigned with ID No. 1, the Ackerman model, i.e., math-
ematical expression model 1, alone is selected. Consequently,
an observation equation constituted with the Ackerman
model alone is used as the observation equation in the
extended Kalman filter at the probability model filtering pro-
cessing unit 103 at a time point t+1.

The mathematical expression model processing unit 106
executes calculation by using different mathematical expres-
sion models depending upon whether the steering angle sen-
sor or the gyro sensor is used. Whenever the mathematical
expression model selection unit 107 switches over from the
Ackerman model to the dead-reckoning model or vice versa
to select the alternative mathematical expression model to be
used in the calculation executed by the mathematical expres-
sion model processing unit 106, the corresponding sensor is
selected simultaneously as the mathematical expression
model switchover occurs. Subsequently, the mathematical
expression model processing unit 106 executes calculation by
using the mathematical expression model having been
selected through the switchover.

Second Embodiment

Operation of the positioning device is next described in
reference to an example in which the positioning device is
adopted in a car navigation system equipped with GPS and a
gyro sensor and mathematical expression models are
switched so as to select a sensor fusion model when the GPS
is used and select a dead-reckoning model when no GPS
signals are received or the GPS is not used.

The sensor fusion model enables estimation of the most
likely position by fusing, as described above, via an extended
Kalman filter, the GPS position and the dead-reckoning posi-
tion provided by an internal sensor such as a gyro sensor. An
internal sensor model outputs the dead-reckoning position
detected by an internal sensor such as a gyro sensor as
described above. The state equation in the extended Kalman
filter used in the embodiment is assumed to be identical to that
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expressed in (expression 8). The sensor fusion model
expressed in (expression 12) and the internal sensor model
expressed in (expression 13) are both mathematical expres-
sion models in the observation equation.

Yeps(D)

x(1)
[ﬂn]=
o) Ogps(1)

x(2) x(1)
[ Y ] = [ Y ]
6(1) 6(1)

As explained earlier, the sensor fusion model is valid when
the GPS is used. Within a premise that “the GPS is used if the
distance between the currently estimated position and the
GPS position is small”, there is normally bound to be a
time-invariant threshold value between the sensor fusion
model and the internal sensor model. Accordingly, the posi-
tioning device determines a threshold value constituting a
criterion for validating the sensor fusion model through the
method described earlier by designating a distance limit for
the distance between the currently estimated position and the
GPS position as a condition quantity to be used as a dominant
variable in the processing.

The probability model filtering processing unit 103, which
uses the extended Kalman filter, is first examined. As
explained earlier, the equation in (expression 8) constitutes
part of the state equation in the extended Kalman filter,
whereas the equations in (expression 12) and (expression 13)
constitute part of the observation equation in the extended
Kalman filter. In this example, with (x(t), y(t), 6(t)) represent-
ing the position and the azimuth at a given time point t, the
probability model filtering processing unit 103 outputs the
following condition quantities; the position (two-dimen-
sional) and the azimuth.

(x(1), y(1), 0(1)) represents the condition quantities calcu-
lated at the given time point t by the probability model filter-
ing processing unit 103 with the extended Kalman filter by
using the internal sensor model expressed in (expression 13).
Based upon these condition quantities having been calcu-
lated, the distance L between the currently estimated position
and the GPS position, to be used as a criterion for switching
over between the sensor fusion model and the internal sensor
model, is calculated as expressed in (expression 14) below.

Xgps (1) (expression 12)

(expression 13)

LN (5(0) g0+ (701 (1)

The distance L calculated as expressed in (expression 14) is
then output to the threshold value calculation unit 104. The
differences between the estimated position calculated by the
probability model filtering processing unit 103 by using the
extended Kalman filter and the observation value calculated
by using the sensor fusion model as expressed in (expression
12) and between the estimated position value calculated by
using the extended Kalman filter and the observation value
calculated by using the internal sensor model as expressed in
(expression 13) are output to the threshold value calculation
unit 104 respectively as a sensor fusion model error and an
internal sensor model error.

The threshold value calculation unit 104 is able to generate
a distribution graph such as that shown in FIG. 10, by using
the distance L(t) between the currently estimated position and
the GPS position and the error e(t) of the respective model
having been input from the probability model filtering pro-
cessing unit 103 up to the time point t. The error is indicated

(expression 14)
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along the vertical axis, whereas the distance L. between the
currently estimated position and the GPS position is indicated
along the horizontal axis. Points 1001 indicated by O marks in
FIG. 10 each represent the sensor fusion model error relative
to the position estimated by the probability model filtering
processing unit 103, whereas points 1002 indicated by X
marks in FIG. 10 each represent the internal sensor model
error relative to the position estimated by the probability
model filtering processing unit 103. These points are divided
into two groups with a given value L, set as a cutoff point by
using the support vector machine mentioned earlier. This
value L, is output to the threshold value determining unit 105
where it is saved as a threshold candidate value L,

The threshold determining unit 105 designates the average
of the threshold candidate value corresponding to the time
point t and the threshold candidate values having been calcu-
lated up to the time point t as a current threshold value L, (1).
The threshold value L,,(t) thus determined is set in the math-
ematical expression model table 108.

The mathematical expression model table 108 in FIG. 11
includes the sensor fusion model assigned with mathematical
expression model ID No. 5 and the internal sensor model
assigned with mathematical expression model ID No. 6. With
this mathematical expression model expression table 108,
specific settings, i.e., a GPS reception setting selected so as to
fuse the GPS position when the distance between the cur-
rently estimated position and the GPS position is less than the
threshold value L,(t) and a GPS non-reception setting
selected so as to disregard the GPS position when the distance
greater than the threshold value is output, are defined.

Next, the mathematical expression model selection unit
107 selects applicable rows and columns in the mathematical
expression model table 108, corresponding to the condition
quantities having been calculated by the probability model
filtering processing unit 103 in the immediately preceding
session, by referencing the mathematical expression model
table 108. Assuming that the condition quantities having been
output from the probability model filtering processing unit
103 through the immediately preceding session are the gyro
bias, the gyro scale factor, the sensor mounting angle and the
steering angle characteristics and that the respective learning
levels have been calculated as “learning complete™ for the
gyro bias learning level, “learning complete” for the gyro
scale factor learning level, “learning incomplete” for the sen-
sor mounting angle learning level and “learning complete”
for the steering angle characteristics learning level, the col-
umns enclosed in dotted-line frames 1101 in FIG. 11 are
selected. It is also assumed that the following relationship
expressed in (expression 15) exists with regard to the distance
L(t) between the estimated position and the GPS position
having been calculated by the probability model filtering
processing unit 103 through the immediately preceding ses-
sion.

LO<L (1) (expression 13)

In this situation, since the current setting is known to be the
GPS reception setting, and thus, the row enclosed in a solid-
line frame 1102 in FIG. 11 is the selected row. Accordingly,
the table elements enclosed in both a dotted-line frame 1101
and the solid-line frame 1102 each indicate a mathematical
expression model that should be selected at this time, and
since all the elements are assigned with ID No. 5, the sensor
fusion model, i.e., mathematical expression model 5, alone is
selected. Consequently, (expression 12) alone is used as the
observation equation in the extended Kalman filter at the
probability model filtering processing unit 103 at a time point
t+1.
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Third Embodiment

The operational procedure of the positioning device is
described in reference to an example in which the positioning
device is adopted in a car navigation system equipped with
digital map information, a GPS, a gyro sensor and an attitude
sensor such as an acceleration sensor and capable of locating
the subject vehicle position on the digital map through map
matching, and mathematical expression models are switched
to select a sensor fusion model (hereafter to be referred to as
a link fusion model) to be used in conjunction with link
information included in the digital map data or a sensor fusion
model (hereafter referred to as an INS model) when the link
information in the digital map data is not utilized.

Itis assumed that the digital map data are managed in units
of meshes ranging over a predetermined area. The meshes in
the map each include points (nodes) with coordinates so as to
express shapes of roads. A specific number is assigned to each
node (node point number) for identification purposes. The X
coordinate of a given node indicates the longitudinal reading
of the node, whereas the Y coordinate of the node indicates
the latitudinal reading of the node. The distance between two
successive nodes is referred to as a node link length, the width
of'a given road is referred to as a node link width and both the
node link length and the node link width are indicated in units
of meters.

The link fusion model, which is a mathematical expression
model that uses links in the digital map data in the Kalman
filter observation equation as explained earlier, can be
expressed as in (expression 16) below with the slope a of a
link, a link intercept c, the distance r from the link and the
slope @ to the link.

(expression 16)

0 _ x()sine — y(t)cosw —¢ — r
(0]_( a-0-¢ ]

As the “0” in the left side of (expression 16) indicates, the
link fusion model assumes that the vehicle is currently present
ona link so that, ifthere is an error in the map information, the
position output from the probability model filtering process-
ing unit 103, too, may also contain a significant error.

In the INS model, an angular speed value from the gyro
sensor and an acceleration value from the acceleration sensor
are obtained and converted respectively to an azimuth and a
speed by being integrated. While the angular speed is calcu-
lated as expressed in (expression 7), the acceleration ACC
may be calculated as expressed in (expression 17) below.

ACC=S,, . Gg,ns—gsin G+bias (expression 17)

S, represents the sensitivity coefficient of the accelerator
sensor, G, represents the raw output value from the accel-
eration sensor, g represents the gravitational acceleration and
@ represents the sensor mounting angle.

The state equation configured with the link fusion model
and the INS model is identical to that in (expression 8).

The link fusion model, which is bound to manifest a sig-
nificant error if there is an error in the map information, as
described earlier, should not be used with erroneous map
information. Accordingly, on the premise that “map informa-
tion is used when the distance between the GPS position and
the link is small” by assuming that a position that can be
considered roughly correct is output as the GPS position, a
time-invariant threshold value, under normal circumstances,
is bound to exist between the link fusion model and the INS
model. There may be a situation in which the GPS position



US 9,057,781 B2

21

itself has an error and thus, better accuracy can be assured if
the GPS position is not used, as has been explained in refer-
ence to the second embodiment. Accordingly, the distance
between the GPS position and the link is defined as a map
error quantity, i.e., a condition quantity, is used as a dominant
variable. A threshold value to be used as a criterion for vali-
dating the link fusion model is determined for the map error
quantity and a threshold value is further determined by taking
into consideration the GPS reception position, as in the sec-
ond embodiment.

The probability model filtering processing unit 103 that
uses the extended Kalman filter is first examined. As
explained earlier, the equation in (expression 8) constitutes
part of the state equation in the extended Kalman filter,
whereas the equation in (expression 16) and (expression 7)
and (expression 17) constitute part of the observation equa-
tion in the extended Kalman filter. In this example, with (x(t),
y(t), 8(1)) represents the position and the azimuth at a given
time point t, the probability model filtering processing unit
103 outputs condition quantities; the position (two-dimen-
sional) and the azimuth.

(x(1), y(1), 6(1)) represents the condition quantities calcu-
lated at the given time point t by the probability model filter-
ing processing unit 103 with the extended Kalman filter by
using the internal sensor model expressed in (expression 13).
Inthis situation, a link equation such as that in (expression 18)
can be written based upon the X coordinates and the Y coor-
dinates of the nodes at the two ends of the link matched
through the map matching operation executed by the subject
vehicle position estimation device 102, as described earlier.

X sin a-y cos a=c (expression 18)

The distance r ;¢ between the currently estimated position
(at the time point t) and the link, needed for switchover
between the link fusion model and the INS model, which is a
distance between a point (the GPS position) and a straight line
(the link equation in (expression 18)), can be calculated as
follows.

' 6Ps =Xgps(1)SIN 0=y, ()cOs 0—c (expression 19)

The distance rgpg calculated as expressed in (expression
19) is then output to the threshold value calculation unit 104.
The differences between the estimated position value calcu-
lated by the probability model filtering processing unit 103 by
using the extended Kalman filter and the observation value
calculated by using the link fusion model as expressed in
(expression 16) and between the estimated position value
calculated by using the extended Kalman filter and the obser-
vation value calculated by using the INS model as expressed
in (expression 7) and (expression 17) are output to the thresh-
old value calculation unit 104 respectively as a link fusion
model error and an INS model error.

The threshold value calculation unit 104 is able to generate
a distribution graph such as that shown in FIG. 12, by using
the distance r (1) from the currently estimated position to
the link position and the error e(t) of each model having been
input from the probability model filtering processing unit 103
up to the time point t. The error is indicated along the vertical
axis, whereas the distance r;ps between the currently esti-
mated position (GPS position) and the link position is indi-
cated along the horizontal axis. Points 1201 indicated by O
marks in FIG. 12 each represent the error, i.e., the distance
between the GPS position and the link. The points are linearly
approximated through the method of least squares to obtain a
straight line 1202. A threshold value L,;, under the GPS recep-
tion setting is calculated in much the same way as that
described in reference to the second embodiment, and a value
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1203 representing the corresponding INS error is then deter-
mined. When the error, i.e., the distance between the GPS
position and the link, is smaller than the error value 1203, the
GPS position can be considered to be roughly correct and,
accordingly, a distancer,;, 1204 between the GPS position and
the link, measured when the value 1203 is assumed in the
straight line 1202, is selected as the threshold candidate value
in this situation. The distance r,, is output to the threshold
determining unit 105 and is saved in the threshold value
determining unit 105. The threshold value determining unit
105 designates the average of the threshold candidate value
corresponding to the time point t and the threshold candidate
values having been calculated up to the time point t as a
current threshold value r,(t). The threshold value r,,(t) thus
determined is set in the mathematical expression model table
108. The mathematical expression model table 108 in F1G. 13
includes the link fusion model assigned with mathematical
expression model ID No. 7 and the INS model assigned with
mathematical expression model ID No. 5. In the mathemati-
cal expression model table 108 assuming these settings, the
distance between the GPS position and the link assuming an
output value smaller than the threshold value r,,,(t) is defined
as a “small map error” and the distance between the GPS
position and the link assuming an output value greater than
the threshold value r,,(t) is defined as a “large map error”.

The mathematical expression model selection unit 107
selects applicable rows and columns in the mathematical
expression model table 108, corresponding to the condition
quantities having been calculated by the probability model
filtering processing unit 103 in the immediately preceding
session, by referencing the mathematical expression model
table 108. Assuming that the condition quantities having been
output from the probability model filtering processing unit
103 through the immediately preceding session are the gyro
bias, the gyro scale factor, the sensor mounting angle and the
steering angle characteristics and that the respective learning
levels have been calculated as “learning complete” for the
gyro bias learning level, “learning complete” for the gyro
scale factor learning level, “learning incomplete” for the sen-
sor mounting angle learning level and “learning complete”
for the steering angle characteristics learning level, the col-
umns enclosed in dotted-line frames 1301 in FIG. 13 are
selected. It is also assumed that the following relationship
expressed in (expression 20) exists with regard to the distance
L(t) between the estimated position and the GPS position
having been calculated by the probability model filtering
processing unit 103 through the immediately preceding ses-
sion in relation to the GPS reception threshold value L,,(t)
calculated through a method similar to that described in ref-
erence to the second embodiment.

L()<L (1) (expression 20)

In this situation, since the current setting is known to be the
GPS reception setting, the row enclosed in a dashed-line
frame 1302 in FIG. 13 is selected. It is assumed that the
following relationship expressed in (expression 21) exists
between the distance from the GPS position to the link and the
threshold value.

7 eps(D)<Full) (expression 21)

In this situation, the map error can be determined to be
small and thus, the row enclosed within a solid-line frame
1303 in FIG. 13 are selected. Accordingly, the table elements
enclosed in both a dotted-line frame 1301 and a dashed-line
frame 1302 or the solid-line frame 1303 each indicate a math-
ematical expression model that should be selected at this
time. Since mathematical expression model No. 5 and math-
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ematical expression model No. 7 are both indicated by the
table elements, both the INS model and the link fusion model
are selected. Accordingly, at a time point t+1, the probability
model filtering processing unit 103 uses (expressions 7), (ex-
pression 16) and (expression 17) in the observation equation
in the extended Kalman filter.

The above described embodiments are examples and vari-
ous modifications can be made without departing from the
scope of the invention.

What is claimed is:

1. A position estimation device, comprising:

aprocessor and associated program memory, the processor

being programmed to execute:
mathematical expression model processing that:
1. obtains attitude information and positioning information
indicating an attitude and a measured position of a
mobile object from sensors; and
. calculates a position of the mobile object, a condition
quantity indicating a moving condition of the mobile
object, and an error in the condition quantity through
filtering processing executed by using a probability
model based upon the attitude information, the position-
ing information, and a specific mathematical expression
model among a plurality of mathematical expression
models expressing behavior of the mobile object, which
are acquired in advance, the specific mathematical
expression model being selected based upon a threshold
value;
threshold calculation that calculates a threshold candidate
value based upon the error having been calculated by the
mathematical expression model processing, wherein the
threshold candidate value represents a value of the con-
dition quantity at which a plurality of mathematical
expression models intersect;
threshold value setting that updates the threshold value
based upon the threshold candidate value; and

mathematical expression model selection that selects the
specific mathematical expression model to be used in a
next stage of mathematical expression model processing
from among the plurality of mathematical expression
models, based upon the threshold value updated by the
threshold value setting.

2. A position estimation device according to claim 1,
wherein:

restrictions imposed with regard to a valid range within

which each of the plurality of mathematical expression
models expressing the behavior is applicable to the
behavior, are defined based upon information that can be
collected through observation made from outside or
based upon the position, the condition quantity and the
error calculated by the mathematical expression model
processing;

the threshold value determining determines the threshold

value based upon values representing extents of the error
calculated each in correspondence to one of the plurality
of mathematical expression models; and

the mathematical expression model selection selects the

specific mathematical expression model in correspon-
dence to the restrictions.
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3. A position estimation device according to claim 2, fur-
ther comprising:

a database in which the restrictions and the threshold value

are stored.

4. A position estimation device according to claim 1
wherein: the updating of the threshold value is based upon
whether the condition quantity of the threshold candidate
value is time-variant or time-invariant.

5. A computer implemented position estimation method,
comprising:

obtaining attitude information and positioning information

indicating an attitude and a measured position of a
mobile object from sensors;

calculating a position of the mobile object, a condition

quantity indicating a moving condition of the mobile
object, and an error in the condition quantity through
filtering processing executed by using a probability
model based upon the attitude information, the position-
ing information, and a specific mathematical expression
model among a plurality of mathematical expression
models expressing behavior of the mobile object, which
are acquired in advance, the specific mathematical
expression model being selected based upon a threshold
value;

calculating a threshold candidate value based upon the

error having been calculated, wherein the threshold can-
didate value represents a value of the condition quantity
at which a plurality of mathematical expression models
intersect;

updating the threshold value based upon the threshold can-

didate value: and

selecting the specific mathematical expression model to be

used in a next stage of mathematical expression model
processing from among the plurality of mathematical
expression models, based upon the threshold value hav-
ing been updated.

6. A computer implemented position estimation method
according to claim 5, wherein:

restrictions imposed with regard to a valid range, within

which each of the plurality of mathematical expression
models expressing the behavior is applicable to the
behavior, are defined based upon information that can be
collected through observation made from outside or
based upon the position, the condition quantity and the
error having been calculated;

the threshold value is determined based upon values rep-

resenting extents of the error calculated each in corre-
spondence to one of the plurality of mathematical
expression models; and

the specific mathematical expression model is selected in

correspondence to the restrictions.

7. A computer implemented position estimation method
according to claim 5, wherein: the updating of the threshold
value is based upon whether the condition quantity of the
threshold candidate value is time-variant or time-invariant.
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